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To obtain the monthly average heating value of a gas the results of all
tests of heating value made on any day during the calendar month shall
be averaged, and the average of all such daily averages shall be taken
as the monthly average.
In determining B. T. U. content, all measurements shall be corrected to
60 degrees F. and 30" barometer.
(b) Maximum and Minimum Limits. Heating value of the gas shall
be maintained with as little deviation as practicable, and to this end the
average total heating value of any day should not exceed or fall below
by more than thirty British thermal units the monthly average standard
herein fixed, or otherwise fixed by special order of the Commission for
a particular utility.
(c) Where manufactured gas is delivered to the mains under a pressure
in excess of five pounds per square inch, the heating value may be de-
termined before compression. (Filed, secretary state's office-August 4,
1937.)
(Note. Any statement published by the utility as to the average heat-
ing value of the gas supplied should indicate that it was measured under
or corrected to standard conditions, i. e., at 60 degrees F. and nderu a
pressure of 30" of mercury.)
PURITY REQUIREMENTS AND TESTS
Rule 26. Purity Requirements. (a) Hydrogen Sulphide. All manufac-
tured gas distributed in this State shall not contain more than a trace of
hydrogen sulphide. This gas shall be considered to contain not more than
a trace of hydrogen sulphide if a strip of white filter paper moistened
with a solution containing 5% by weight of lead acetate is not distinctly
darker than a second paper freshly moistened with the same solution after
the first paper has been exposed to the gas for one minute in an apparatus
of approved form through which the gas is flowing at the rate of approxi-
mately five cubic feet per hour, the gas not impinging direct from a jet
upon the test paper.
(Such test papers gradually become discolored by exposure to the air,
and it is not common practice to preserve them. It is, however, possible
to preserve the color by applying a thin white shellac varnish to the paper
after it has become entirely dry.)
(b) Total sulphur. All manufactured gas distributed in this State shall
contain in each one hundred cubic feet not more than thirty grains of total
sulphur.
(c) Ammonia. All manufactured gas distributed in this State shall con-
tain in each one hundred cubic feet not more than five grains of ammonia.
(Filed, secretary state's office-August 4, 1937.)
Rule 27. Test of Purity. Each utility supplying manufactured gas
shall daily test the gas, leaving its holders for the presence of hydrogen
sulphide in the manner above specified.
(For apparatus required and methods of testing see Bureau of Stand-
ards Circular No. 48, "Standard Methods of Gas Testing.")


